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DETECTOR, AMPLIFIER 


Filament Thoriated Tungsten 
Voltage 0 
Current 0.25 

Direct interelectrode Capacitances: 
Grid to Plate B.4 
Grid to Pilament 
Plate to Filament 
Maximum Overall Length 4—11/16" 
Maximum Diameter 1-13/16" 
; Bulb S9T-14 
Base 4-Ріп Bayonet 


d-c voits 


Pin 1-Filament-* Pin 3-urid 
Pin 2-Plate 0) © Pin 4-Filament- 
BOTTOM VIEW 


AMPLIFIER (Class A) 


Operating Conditions and Characteristics: 
Filament 
Plate 
Grid 
Amp. Pact. 8 
Plate Res. ohms 


Mut. Cond. pmhos 
Plate Cur. Y 3 ma. 


d-c volts 
volts 


5,0 
135 max. 
-9 volts 


Typical Operation: ; 
Filament 5.0 d-c volts 
Plate 90 45 volts 
Grid (approx.) Return to (*)Fil. volts 
Plate Cur. Adjusted to que ma. * 

with no ihput nal 
Grid Leak ELLE 


0.25 to 5 тедоћтв 
"Grid Condenser - 0.00025 uf 


AVERAGE CHARACTERISTICS 
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PLATE RESISTANCE (fp) OH 


2 4 6 8 о 
PLATE MILLIAMPERES 
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RCA MANUFACTURING COMPANY INC. 
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.RCA-OI-A 
AVERAGE PLATE CHARACTERISTICS 
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PLATE VOLTS 425- 50:82 


AVERAGE CHARACTERISTICS 
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GRID VOLTS 925—528R2 


NOV. 3.1933 RCA RADIOTRON DIVISION 925-5414 


RCA MANUFACTURING COMPANY, INC. 


